BUTTON DESCRIPTION

OPERATION MANUAL
Portable USB interface on line logging CO2, Thermo-hygrometer 98132S HOLD: Freeze current readings (Hold shows at button of LCD)
: _ : , increase value (Adjust calibration value , CO2 high alarm
Thank you for purchasing Portable CO2. Thermo-hygrometer 98132S , the meter features simply , easily threshold value)
operate with one hand. 981328 may link to PC via USB interface (Cable) on line logging the reading with MODE: Toggle shows DP(Dew point)>WB(Wet Bulb) temperature. Press HOLD
user-friendly free software. with MAX/MIN button to select ABC on or off. s 95 80
| PWR: Power on (Press in one second) or power off (Press more than
FEATURES: 2 seconds).Disable Auto Power Off with HOLD button, SET  UNIT
v' The most effective and smart, easy and simple to use for indoor air quality meter in the market . Short press to turn on/off alarm with g icon i
v Measure CO2, Temperature, Humidity in one meter MAX/MIN: Cycle viewing Maximum .Minimum readings of CO2 Temperature
v ABC(Automatic Baseline Calibration) default and may disable and Humidity. s g
: ( _ ) : SET. Press and hold button more than 2 second enter CO2 High alarm ’-’1 s
v Triple display ,easy to understand and read threshold setting, long press again to save. (SAVE shows button of
v CO2 high alarm threshold setting with audible beep. LCD a few seconds),
v Designed with NDIR (Non-dispersive Infrared technology ) long life CO2 sensor ,measure up to UNIT. Cha”(??r temperfture units C or F of ambient temperature, DP WB
| and Temperature.
REPapPm: | BKLT: Adjust / increase alarm setting value of CO2 threshold. When meter is in ’MAmeTwASTELEﬁ“
v Great tool to check indoor air quality or plant growth , green house photosynthesis monitoring ,... alarm setting mode bCOzTVUC me
v Tripod receptacle for long time logging at the certain place
v All sensors are well calibrated before shipment. Warranty period is two years. Long life sensors. LCD DISPLAY Hg,.m fm/ |p5[)pw3
Note: Icons: cfm/p, Ips, TWA, STEL, b, VOC are void in this model .
Find distributor for the models . Feature above function or features. %
1! ATTENTION !! IB
Do not attempt to open the meter or sensor probe, or the warrant is expired. OPERATION
SPECIFICATION — _ 1. For each operation, make sure you are using fresh batteries, same brand, same power of
rarameier <02, Temperature, Humidity, Dew Paint, viet Bulb Temp. batteries are required, otherwise meter shows erratic readings or leakage. Warranty is void if not
CO2 measure range 0~9,999ppm follow the notices.(Note : remove batteries when not use ! )
CO2 accuracy +75ppm+5% of reading ( 0~2,000ppm), others unspecified 2. You may use an optional AC/DC adaptor to operate, since CO2 consume much power, the battery life is
Temperature range 10.0~50.0°C (50.0~122.0 °F) approx. 20-25 hours continuous used (Depends on the battery type you used, the longest battery life is
calculated from alkaline type) .
Temperature accuracy +1.0C/20F
Relative humidity range 0.1~99.9%RH POWER: :
, poes g . . %eRH Momentarily press PWR button to turn on the meter,
Relative humidity accuracy + 5%RH( at 25C 10~90%RH) , others +7% press and hold PWR button to turn off meter .
Dimension: Meter & probe 160x60x40mm There are three ways to provide power: (a) AAA batteries x 6pcs,
Power AAA batteries x 6 pcs or AC/DC adaptor (Optional) or (b) AC/DC adaptor.
(a) Battery icon shows up when power is weak, replace
with new batteries immediately as the readings now on LCD
SUPPLIED: are incorrect due to weak power.
1. Meter (b) For short time measurement, you may power on by batteries. For datalogging, you have to connect with
2. Batteries AAA x 6 pcs an AC/DC adaptor for long time use.
3. USB cable ( Data transmission ) MEASUREMENT:
4. Online(Real-time) CD with software In normal measurement mode , turn on the meter, full screen display in one second , the Temperature
5. Plain box reading interchange with Humidity on screen , and it takes about 10 minutes to get stable readings due to
6. Operation manual CO2 NDIR sensor’g ch_aractenstlc o o ‘ :
: In normal IAQ application, accuracy is defined after minimum 3 weeks of continuous operation. However for
7. Black carrying pouch

some industrial application do require maintenance, therefore , manual calibration is designed.



AUTO POWER OFF:

Meter will turn off automatically in 15 minutes when no use, to disable auto power off function by pressing
HOLD and PWR button , “n” shows on screen, then turns to normal measurement. Meter defaults auto
power off . For long time logging, please remember to disable auto power off function.

MAX/MIN:
Press the button to review maximum or minimum readings since powered on.

Press and hold HOLD button to clear all maximum, minimum values during Max.Min mode, now all
parameters show zero reading, humidity area show Er2 %, press MAX.MIN button again to normal mode,
meter restarts to memory maximum or minimum reading since last clear action is done.

MODE: Press button to see Wet Bulb (WB) ,Dew point (DP) reading.

SET ALARM AND BEEPER:

The meter default 1000ppm as CO2 alarm threshold (OSHA), for different application , press and hold SET
button to enter alarm threshold setting , press HOLD button to increase value , press BKLT to decrease
value , press MODE button to move to left digit , press MAX/MIN button to move to right digit. Press and hold
SET button to save the changes, screen shows “SAVE” and back to normal measurement.

While setting alarm ,” SET” shows on screen. Once the meter set up the alarm threshold , Bell icon will show
on the top corner, once the reading exceeds the threshold , beep sound is activated , momentarily press
PWR button to tum off beeper , bell icon will be illuminated, too.

HOLD:

Press the button to freeze current readings on screen for normal measurement mode. Under HOLD function ,
all function are temporarily void, such as MAX.MIN display or unit selection or alarm threshold setting.
The button is also used to decrease the value while setting up alarm threshold.

CALIBRATION CO2:
The way to do the calibration of CO2 is as follows:

1. Make sure the Power is on, wait for about 10 seconds until the top of screen shows the measuring
values.

2. Long press SET+UNIT buttons to enter calibration mode, “CAL” shows at the top of screen. It needs 60
seconds to finish the calibration. In the middle of screen, "400” is the supposed value of the current
circumstances.

3. After calibration completed, LCD reading will back to normal meansuremnt.
DATALOGGER FEATURES:

v The meter features real-time ( on-line) datalogger function,

v It stores up to 64,000 points to PC for further analysis.

v/ Connect to PC, meter LCD display USB icon and during data transmission , it is existing until you
remove USB cable.

v User friendly software data may be saved and exported to Excel for versatile analysis application.

v

A great software features sample interval selection ( From 1 second to 6 hours ).

ON LINE DATALOGGING PC SOFTWARE SCREEN:

Please install USB driver and Datalogger software in your computer, once USB connects with meter and PC,
meter automatically detects correct COM port and meter real time transmits data to PC screen, you will see
some dots on the screen, more dots , more clear to see a curve .
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ERROR MESSAGE:
Q1: Erratic readings ?

A1: Replace with new batteries (AAA x 6 pcs ) or power charger and check again.

Q2: Sensor damage error codes ?

A2: Er1 stands either Temperature or Humidity sensor is damaged or sensor communication is error.
Er2 stands the detect reading exceeds Temperature or Humidity specification (Out of range)
(The error code will display at the reading area of Temperature or humidity)

It is normal when you are clearing the maximum and minimum reading at MAX/MIN mode.

Q3: “9999” or full screen shows on CO2 reading area ?

A3: The error message stands for the reading exceeds CO2 maximum measure range or the battery power
is weak.
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WARRANTY:

This instrument is warranted for two years from the date of purchase(One year limited warranty applies to

cables).

The two year’s warranty doesn’t apply to :

® Accessories and batteries (not covered by warranty)

® Claim is not acceptable for improper use (including adaptation to particular applications not foreseen in
the instructions manual) or improper combination with incompatible accessories or equipment, or by
previous attempts for repair carried out by none skilled or unauthorized personnel.




