
Insert the batteries in right polarity.

Positive (+)

Rotate Pull

To remove the storage bottle from the electrode,
hold the cap and rotate it clockwise. Then pull
it off from the electrode gently.

It is normal to find white crystals present on the
cap or electrode assembly. Just simply clean it
with distilled water to remove it.

+

While the meter is off, press “power” and “CAL”
at the same time until °C/°F appears on the LCD.
Press “hold” to select the unit and “CAL” to confirm

+

While the meter is off, press “power” and “hold” keys
simultaneously to disable the auto power off function
Note: Disable will be invalid after every power off

When the meter is not in use. Make sure the bottle
is filled with storage buffer solution to keep the
electrode moist and in good storage condition

QUICK USER GUIDE
pH 4.01 pH 7.00 pH 10.01
▼ ▼ ▼

Empty each pack of powder
in 250ml distilled water
and gently stir for 30secs
untill all the powder is all
dissolved.

Press the power
button to turn on
the meter.

Place the electrode
in the pH 7.0 buffer
solution.

Press “CAL” to enter
calibration.“CAL” will
appear on the LCD for
1 sec and then 7.00
will be displayed.

If the display value is
not 7.0 , Simply press
the “hold” button to
adjust  the reading 
till it matches to 7.0
When the reading becomes
stable, then stop pressing
any keys.The meter will
automatically save the value. 
“SA” then “END” will appear
on the screen to indicate
that the that the calibration is done

Distilled
water

Rinse the probe with
distilled water after
every calibration.

Repeat step 3 to 7 for
pH 4.01 and pH 10.01.
After calibrating to 3
pH solutions, calibration
process is completed
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CALIBRATION

SCAN THE QR CODE
TO DOWNLOAD:

CONTACT
US!

QUESTION?
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